
ROTARY FINISHING CABINET
MOD 1100-1124 SERIES

Feature and stenght Main options

• additional finishing and trouser
  devices for high production
• Multiple hanger device enables
  conditioning hanged garments
• Side support for additional
  finishing device
• Additional side holding frame
• Built-in steam boiler simplifies
• Built-in ventilator fan 1 or 1,5 Hp for easy installation

• Even distribution of steam all over the cabin moistens
  the fabric to remove creases  
• Hot air blowing operation dries the fabric 
• Jacket finishing device with extending shoulder , shapes
  and support the garments 
• Automatic start on door closing, simplifies the operation
• Range of sleevers and clamps for better garment tensioning
• Trouser waist and legs expander for accessories
• Time switch programmed through digital electronic 
  control panel, available to set till 20 different working cycles installation

Made in Italy with Italian Fashion Mind



La ROTONDI group Srl si riserva il diritto di modificare dati ed informazioni contenuti nel presente stampato nell’interesse dello sviluppo e miglioramento del prodotto stesso. • ROTONDI group Srl reserves the right to
modify data and informations contained in this folder in the interests of products development and improvement. • La ROTONDI group Srl se asume el derecho de modificar datos e informaciones contenidos en el presente
material con el interés del desarrollo y mejoramento del producto. • ROTONDI group Srl behält sich das Recht vor, die in dieser Druckschrift enthaltenen Daten und Angaben im Zuge der Weiterentwicklung und Verbesserung
des Produkts zu ändern. • ROTONDI Group on assume le droit de modifier les données et les informations contenues dans présente catalogue dans l'interesse de développe et amélioration des produits même.
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Agente:

Technical  feaTures rOTarY finishinG caBineT 

electric  connections Mod 1100 Mod 1124
Mod 2060
Standard  voltage
380-415V-3Ph-50/60Hz kW 0,750 0,750

12 kW - 13,5
15 kW - 16,5
18 kW - 19,5

steam and air connection
Steam pressure bar 5 5
Steam consuption kg/h 20/25 -
Compressed air bar 6 6
Air consumption m3/h 1 1
Water inlet inch - 3/8
Water outlet, dreinage inch - 1/2
Steam inlet inch 1/2 -
Steam outlet condensate inch 1/2 -
shipping data

Net kg 200 250
Boxed kg 230 280


